
   
 

 

 
Specification for Genesis  
Prefinished Compressed Fibre Cement Façade Boards  
 
  

Supplier  Fairview  

Material  Prefinished Compressed Fibre Cement  

Thickness  8mm or 12mm  

Support Structure  Lightweight Metal or Masonry wall  

Ventilated Cladding System  Back Ventilated and Drained System  

Finishes & Colours  See the Genesis colour chart  

Fixing System  Visible or invisible  

Visible Fasteners  Rivets or Screws coloured matched to panel  

Invisible Fasteners  TUF-S fastening system with Nvelope Rails  

Location of Fasteners  See Architect's detail drawings  

Joint Type  Open or Baffled  

Joint Width  8mm - 16mm  

Air Cavity Gap  35mm  

Support Framing System  Vertical Metal Profiles  

Manufacturer  To be inserted by Architect  

Material  Galvanised Steel or Aluminium  

Anchor Fasteners  Suitable Anchors to Architects Detail  

Location of Fasteners  To Support Frame Manufacturers Detail  

Backing Wall  Lightweight Metal Frame or Masonry Wall  

Thermal Insulation  To Architects Detail  

Insulation Thickness  To Insulations Manufacturers Detail  

 

Accessories  Horizontal Joint Profile  

Perforated Cavity Closer 

 


